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LAMP PHOTOMETRIC REPORT

MODEL: 92FLCOM2040/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 1601.8 lm
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 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2034 2076 2118 2102 2040 1989 1987 2020 214.2 214.2 13.4

1292 1331 1374 1379 1335 1300 1291 1294 466.1 680.3 42.5

699.4 717.0 732.8 733.6 727.6 718.0 705.2 700.0 454.3 1135 70.8

288.3 316.9 337.7 341.8 326.6 295.1 275.0 275.4 334.9 1470 91.7

29.34 30.69 33.82 40.89 51.16 53.74 45.51 36.48 95.54 1565 97.7

12.95 13.63 13.99 14.62 17.65 20.63 17.10 13.83 22.42 1588 99.1

6.036 6.489 7.095 7.077 6.736 6.617 6.310 6.146 10.57 1598 99.8

0.2576 0.2735 0.4435 0.4361 0.2783 0.2551 0.2489 0.2199 3.517 1602 100

0.0650 0.0652 0.0626 0.0601 0.0839 0.0801 0.0817 0.0819 0.1201 1602 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM2040/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2472

5 2337

10 2034

15 1653

20 1292

25 950

30 699

35 552

40 288

45 98.4

50 29.3

55 18.2

60 13.0

65 9.75

70 6.04

75 2.92

80 0.26

85 0.06

90 0.06

10

2472

2346

2046

1667

1304

965

704

559

296

74.7

29.3

18.1

12.9

9.53

5.94

2.96

0.23

0.06

0.07

20

2472

2350

2048

1668

1306

966

706

561

299

102

29.4

18.1

13.1

9.68

6.13

3.20

0.27

0.07

0.07

30

2472

2363

2064

1687

1322

984

714

568

309

78.7

30.1

18.3

13.4

9.84

6.25

3.25

0.25

0.06

0.07

40

2472

2366

2067

1689

1323

986

714

569

313

110

30.1

18.5

13.5

9.79

6.31

3.31

0.28

0.07

0.07

50

2472

2379

2085

1707

1339

1001

720

575

321

83.4

31.3

18.9

13.8

10.1

6.67

3.54

0.27

0.07

0.07

60

2472

2382

2089

1710

1342

1001

721

576

323

84.4

31.3

18.8

13.7

9.94

6.54

3.32

0.30

0.07

0.07

70

2472

2392

2105

1731

1360

1018

729

578

330

88.6

32.1

19.0

14.0

10.3

6.94

3.61

0.31

0.07

0.07

80

2472

2393

2106

1732

1361

1018

727

577

328

88.9

32.2

18.6

13.7

9.97

6.71

3.47

0.35

0.07

0.06

90

2472

2398

2118

1748

1374

1031

733

584

338

94.6

33.8

19.0

14.0

10.4

7.10

3.96

0.44

0.06

0.06

100

2472

2394

2116

1746

1372

1029

735

585

337

95.4

35.0

19.1

14.0

10.2

6.89

3.98

0.38

0.07

0.06

110

2472

2398

2122

1758

1383

1038

738

589

344

101

37.4

20.2

14.5

10.6

7.31

4.34

0.48

0.06

0.06

120

2472

2392

2112

1749

1377

1029

733

582

339

99.3

38.1

20.3

14.0

10.3

7.01

3.89

0.40

0.07

0.06

130

2472

2391

2110

1754

1384

1035

735

584

343

102

40.1

21.4

14.4

10.6

7.14

3.93

0.46

0.06

0.06

140

2472

2380

2094

1738

1373

1025

732

584

341

100

41.7

22.5

14.8

10.6

7.01

3.84

0.41

0.08

0.06

150

2472

2376

2088

1733

1371

1028

733

586

341

103

45.0

24.0

15.4

10.7

6.97

3.60

0.37

0.06

0.06

160

2472

2361

2067

1706

1353

1015

731

582

333

101

47.1

25.5

15.9

10.8

6.84

3.59

0.34

0.08

0.06

170

2472

2356

2057

1696

1349

1016

732

581

331

102

49.8

27.4

16.7

11.0

6.77

3.48

0.31

0.06

0.06

180

2472

2346

2040

1677

1335

1009

728

575

327

100

51.2

28.6

17.6

11.1

6.74

3.42

0.28

0.08

0.08

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM2040/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 2472

5 2332

10 2021

15 1653

20 1318

25 996

30 723

35 567

40 316

45 97.0

50 52.0

55 29.8

60 18.7

65 11.3

70 6.49

75 3.24

80 0.29

85 0.08

90 0.08

200

2472

2327

2014

1649

1318

998

723

569

315

96.1

53.0

31.4

19.7

11.7

6.62

3.31

0.25

0.08

0.08

210

2472

2316

1998

1630

1304

986

718

564

303

92.8

53.6

33.0

20.2

11.8

6.66

3.15

0.27

0.08

0.08

220

2472

2313

1995

1629

1306

988

720

562

300

92.2

54.0

34.4

20.7

12.1

6.61

3.02

0.24

0.08

0.08

230

2472

2304

1983

1617

1295

975

716

554

290

89.3

53.4

34.1

20.6

12.0

6.63

2.97

0.27

0.08

0.08

240

2472

2303

1986

1623

1298

975

716

554

288

88.7

52.7

33.7

19.8

11.9

6.50

2.89

0.24

0.08

0.08

250

2472

2296

1980

1618

1290

961

709

547

280

86.8

50.9

32.4

19.0

11.5

6.65

2.85

0.26

0.08

0.08

260

2472

2298

1988

1631

1297

964

708

545

280

86.7

48.9

30.6

18.3

10.9

6.41

2.77

0.23

0.08

0.08

270

2472

2296

1987

1629

1291

955

705

539

275

108

45.5

28.3

17.1

10.5

6.31

2.80

0.25

0.08

0.08

280

2472

2300

1999

1646

1299

959

706

541

279

85.3

44.1

26.7

16.3

10.4

6.44

2.58

0.22

0.08

0.08

290

2472

2301

2002

1644

1293

948

704

539

277

106

42.0

25.1

15.7

10.4

6.50

2.66

0.24

0.08

0.08

300

2472

2307

2014

1655

1299

950

703

541

279

82.1

39.8

22.8

14.5

9.78

6.25

2.63

0.21

0.08

0.08

310

2472

2309

2015

1652

1291

942

700

539

274

102

37.4

21.6

14.0

9.79

6.11

2.60

0.23

0.08

0.08

320

2472

2316

2024

1661

1298

948

700

541

277

76.6

35.5

20.5

13.6

9.80

6.19

2.66

0.21

0.08

0.08

330

2472

2319

2022

1653

1291

941

696

541

274

98.4

32.9

19.2

13.3

9.58

6.05

2.64

0.24

0.09

0.08

340

2472

2328

2030

1660

1298

949

699

548

282

72.6

31.5

18.9

13.1

9.62

6.12

2.71

0.21

0.09

0.08

350

2472

2331

2030

1653

1292

945

697

549

282

97.4

29.6

18.0

12.5

9.36

5.75

2.69

0.24

0.08

0.08

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:


