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LAMP PHOTOMETRIC REPORT

MODEL: 92FLCOM4040/BL

POWER: 40W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):44.7 DEG
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TOTAL FLUX: 3473.3 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

3976 4066 4122 4096 4016 3939 3885 3914 412.7 412.7 11.9

2650 2758 2814 2774 2651 2556 2513 2561 931.8 1345 38.7

1573 1606 1623 1610 1584 1513 1502 1539 932.9 2277 65.6

1044 1096 1097 1044 991.8 950.3 935.9 978.3 821.9 3099 89.2

56.90 61.11 62.43 58.99 52.78 47.73 47.72 48.59 317.9 3417 98.4

23.22 25.23 25.24 26.09 23.95 22.04 21.27 21.39 30.72 3448 99.3

13.76 13.02 12.48 13.81 12.83 12.88 12.59 12.17 16.74 3465 99.8

0.9345 0.7832 0.6476 0.7711 1.024 0.6212 0.6216 0.5934 8.290 3473 100

0.1441 0.1428 0.1416 0.1389 0.2311 0.2245 0.2260 0.2247 0.3256 3473 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM4040/BL

POWER: 40W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 4684

5 4484

10 3976

15 3326

20 2650

25 2021

30 1573

35 1356

40 1044

45 357

50 56.9

55 31.5

60 23.2

65 16.7

70 13.8

75 9.98

80 0.93

85 0.21

90 0.14

10

4684

4498

4004

3355

2680

2055

1586

1364

1064

379

58.6

32.1

23.6

16.7

13.7

10.3

1.14

0.21

0.14

20

4684

4502

4014

3368

2693

2065

1585

1359

1063

382

59.2

32.8

24.2

16.3

13.5

10.1

1.23

0.21

0.14

30

4684

4517

4045

3404

2728

2097

1596

1369

1088

405

61.1

33.7

24.9

16.5

13.5

9.78

1.52

0.17

0.14

40

4684

4515

4054

3418

2742

2100

1599

1366

1086

406

60.5

33.8

25.2

16.3

13.2

9.33

0.92

0.17

0.14

50

4684

4531

4079

3451

2775

2118

1612

1374

1105

424

61.7

34.4

25.2

16.3

12.9

8.77

0.65

0.16

0.14

60

4684

4533

4085

3462

2786

2112

1611

1368

1097

419

61.2

33.7

24.4

15.7

12.2

7.84

0.59

0.17

0.14

70

4684

4541

4106

3487

2806

2126

1620

1371

1105

435

62.2

33.9

23.9

15.3

12.0

8.03

0.61

0.17

0.14

80

4684

4538

4107

3494

2802

2124

1618

1361

1094

428

61.0

33.8

23.9

15.7

12.1

8.09

0.65

0.19

0.14

90

4684

4535

4122

3514

2814

2135

1623

1360

1097

439

62.4

35.2

25.2

16.2

12.5

8.44

0.65

0.18

0.14

100

4684

4525

4115

3512

2803

2125

1616

1346

1083

429

62.1

35.6

25.6

16.3

12.7

8.90

0.65

0.19

0.14

110

4684

4523

4123

3523

2809

2133

1624

1345

1082

435

62.2

35.8

26.4

16.9

13.0

8.83

0.64

0.17

0.14

120

4684

4515

4110

3517

2793

2121

1616

1331

1060

417

60.3

35.7

26.6

17.1

13.3

8.62

0.62

0.17

0.14

130

4684

4513

4106

3516

2789

2119

1617

1329

1056

417

59.8

35.7

26.3

17.7

13.6

9.52

0.59

0.16

0.14

140

4684

4502

4085

3490

2759

2092

1603

1315

1032

397

58.2

33.6

25.9

17.9

14.0

9.91

0.95

0.17

0.14

150

4684

4495

4074

3479

2741

2080

1598

1314

1025

393

57.4

32.8

26.1

18.2

13.9

10.3

1.70

0.18

0.14

160

4684

4480

4049

3449

2702

2045

1584

1301

1000

368

55.4

33.3

26.1

17.6

13.5

10.2

1.53

0.21

0.14

170

4684

4479

4038

3433

2684

2033

1581

1301

1001

361

54.9

34.1

25.6

17.4

13.2

10.1

1.53

0.21

0.14

180

4684

4469

4016

3405

2651

2007

1584

1296

992

342

52.8

33.4

23.9

16.4

12.8

9.61

1.02

0.24

0.23

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM4040/BL

POWER: 40W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 4684

5 4457

10 3997

15 3370

20 2613

25 1974

30 1547

35 1288

40 973

45 321

50 51.1

55 33.0

60 23.1

65 16.3

70 13.0

75 9.76

80 0.74

85 0.24

90 0.23

200

4684

4457

3985

3352

2600

1965

1559

1294

975

316

50.6

32.2

22.6

16.1

13.0

9.63

0.42

0.21

0.23

210

4684

4450

3964

3322

2574

1944

1525

1288

957

295

49.1

30.6

22.2

15.8

12.6

9.00

0.69

0.22

0.23

220

4684

4452

3951

3308

2567

1938

1519

1291

958

291

48.4

30.8

22.2

15.7

12.8

8.56

0.63

0.20

0.23

230

4684

4449

3927

3279

2545

1916

1507

1285

942

274

47.1

30.2

21.8

15.7

12.9

7.67

0.61

0.20

0.22

240

4684

4451

3922

3270

2545

1910

1508

1292

947

275

47.8

30.3

21.3

15.4

12.8

7.12

0.58

0.21

0.22

250

4684

4439

3898

3249

2521

1895

1499

1287

933

263

47.5

29.6

20.7

14.9

12.1

7.19

0.59

0.21

0.22

260

4684

4444

3899

3250

2525

1898

1500

1292

947

267

48.4

29.8

21.0

15.0

12.2

7.70

0.60

0.22

0.23

270

4684

4436

3885

3234

2513

1886

1502

1295

936

257

47.7

30.3

21.3

15.1

12.6

8.17

0.62

0.22

0.23

280

4684

4444

3893

3242

2526

1899

1514

1313

946

265

48.2

31.2

21.7

15.4

12.9

8.40

0.62

0.22

0.23

290

4684

4440

3889

3239

2527

1892

1512

1313

942

261

47.6

31.4

21.8

15.1

12.6

8.16

0.61

0.21

0.23

300

4684

4449

3906

3254

2546

1907

1520

1323

966

276

47.6

31.1

21.7

14.6

12.4

7.79

0.58

0.21

0.23

310

4684

4447

3906

3253

2550

1910

1523

1323

965

275

47.6

29.6

21.2

14.6

12.1

7.98

0.59

0.20

0.22

320

4684

4457

3923

3272

2571

1932

1555

1337

992

298

49.6

29.8

21.6

15.0

12.2

8.71

0.59

0.20

0.23

330

4684

4457

3925

3273

2575

1940

1541

1337

991

301

50.9

30.2

22.3

16.0

13.3

9.05

0.63

0.22

0.23

340

4684

4470

3948

3297

2606

1971

1578

1352

1021

325

52.6

30.6

22.4

16.2

13.8

9.47

0.36

0.21

0.23

350

4684

4471

3953

3306

2621

1988

1562

1351

1027

337

53.5

30.6

21.9

16.0

13.6

9.51

0.66

0.23

0.23

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:


