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LAMP PHOTOMETRIC REPORT

MODEL: 98Prague200/WW

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 23831 1m ~/+180
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AVERAGE BEAM ANGEE (50%):109.4 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 645.6 648.2 667.0 719.4 750.6 711.1 646.2 631.0 0- 10 639.4 639.4 2.68
20 693.0 644.1 636.9 774.0 894.9 799.2 637.1 646.9 10- 20 1977 2617 11
30 781.3 630.9 587.4 817.2 1070 899.3 598.7 691.5 20- 30 3416 6033 25.3
40 911.7 597.1 279.2 867.8 1241 999.7 498.7 721.8 30— 40 4818 10851 45.5
50 1070 238.6 34.78 425.9 1340 1024 99.92 674.9 40- 50 5352 16203 68
60 1151 49.67 23.87 65.04 1254 246.6 27.73 159.2 50- 60 4614 20817 87.4
70 523.7 21.74 17.29 25.30 435.5 27.15 19.27 28.43 60— 70 25717 23394 98.2
80 20.26 7.344 10.33 8.080 9.853 12.12 12.81 10.20 70- 80 381.2 23775 99.8
90 2.305 1.124 0.1901 0.9413 1.791 0.4315 1.416 0.4990 80- 90 56.13 23831 100
100 90-100

110 100-110

120 110-120

130 120-130
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150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:X10cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:03 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Prague200/WW

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: X10cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 662 662 662 662 662 662 662 662 662 662 662 662 662 662 662 662 662 662 662
5 645 | 646 | 648 649 | 652 654 657 661 664 668 672 677 683 | 687 692 695 | 697 698 696
10 646 | 647 648 648 648 649 | 650 654 659 | 667 676 | 687 699 | 713 | 726 | 737 | 745 | 750 | 751
15 663 | 662 659 | 655 | 650 645 | 641 644 648 656 | 668 687 | 710 | 736 | 762 | 785 | 803 | 815 | 818
20 693 | 687 678 664 650 638 628 626 | 628 637 651 676 | 710 | 752 | 796 | 835 | 867 | 887 | 895
25 732 | 719 | 699 | 673 | 648 628 613 | 608 607 612 624 652 698 | 762 | 829 | 887 933 | 966 | 978
30 781 | 760 | 725 | 684 646 | 616 | 598 | 589 | 585 | 587 | 597 626 | 685 | 772 | 863 | 942 | 1006 | 1051 | 1070
35 844 | 807 | 1757 699 | 645 | 604 | 565 | 534 | 510 | 508 | 523 | 571 660 | 791 912 | 1002 | 1079 | 1135 | 1162
40 912 | 863 | 800 | 727 647 | 547 | 432 | 348 | 291 | 279 | 303 | 385 | 532 | 769 | 966 | 1078 | 1151 | 1209 | 1241
45 989 | 932 | 858 | 755 | 576 | 356 | 200 | 123 | 81.2 | 74.8 | 87.7 | 143 | 258 | 560 925 | 1136 | 1222 | 1273 | 1305
50 1070 | 1006 | 911 682 | 340 | 137 | 70.7 | 40.0 | 35.1 | 34.8 | 35.4 | 44.6 | 85.7 | 218 634 | 1056 | 1259 | 1317 | 1340
55 1126 | 1067 | 855 | 417 | 116 | 62.9 | 37.0 | 29.8 | 28.5 | 28.5 | 28.5| 30.2 | 41.7 | 69.1 | 240 | 714 | 1145 | 1311 | 1333
60 1151 | 1022 | 557 | 138 | 57.9 | 41.4 | 26.7 | 23.9|23.5(23.9|23.5|24.1|28.9|44.4|85.7| 277 | 752 | 1157 | 1254
65 1036 | 686 | 192 | 49.3 | 38.1 | 28.8 | 20.5(19.8 | 20.1|20.3|20.0|20.1|21.8|32.1|41.8|69.5| 268 | 706 | 974
70 524 | 248 | 38.8 | 27.2|23.8|19.7 |16.6 | 16.6 | 17.0 | 17.3 | 16.8 | 16.8 | 17.7 | 23.2 | 27.4 | 32.1 | 48.9 | 241 | 436
75 123 | 30.5|17.6 | 14.4 | 14.3 (14.3|14.1 |14.3|13.9|14.0| 13.7 |14.9|15.3 |15.9|16.0 | 16.9 | 20.3 | 24.6 | 23.1
80 20.3|12.0| 6.89 | 6.17 | 7.22 | 7.47 | 11.8 | 12.8 | 10.9 | 10.3 | 10.8 | 13.1 | 12.6 | 8.19 | 7.97 | 6.88 | 8.09 | 10.5 | 9.85
85 2.77|2.85|2.58|2.48 | 2.01|2.10 | 2.31 | 4.87 | 4.28 | 3.46 | 4.24 | 5.06 | 2.27 | 2.05 | 2.10 | 2.72 | 3.06 | 3.65 | 3.16
90 2.30 |2.35|2.18 |1.83|1.37|0.88 | 0.46 | 0.24 | 0.20 | 0.19 | 0.20 | 0.22 | 0.34 | 0.69 | 1.20 | 1.71 | 2.11 | 2.33 | 1.79
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°

Operators:

C

Test Date:03 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Prague200/WW
POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: X10cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662
5 695 | 692 | 689 | 683 | 677 | 672 | 666 | 660 | 654 | 649 | 646 | 643 | 641 | 641 | 642 | 642 | 644
10 749 | 742 | 732 | 719 | 704 | 687 | 672 | 657 | 646 | 638 | 633 | 630 | 630 | 632 | 636 | 639 | 643
15 816 | 805 | 789 | 765 | 737 | 708 | 682 | 660 | 643 | 630 | 625 | 624 | 629 | 636 | 646 | 653 | 660
20 894 | 878 | 854 | 820 | 779 | 733 | 694 | 660 | 637 | 624 | 621 | 628 | 640 | 654 | 670 | 682 | 693
25 978 | 959 | 926 | 879 | 820 | 754 | 696 | 652 | 625 | 613 | 617 | 633 | 656 | 680 | 706 | 722 | 734
30 1075 | 1051 | 1007 | 942 | 857 | 763 | 681 | 628 | 599 | 592 | 604 | 632 | 671 | 711 | 750 | 775 | 789
35 1170 | 1148 | 1096 | 1007 | 888 | 754 | 641 | 580 | 558 | 559 | 576 | 619 | 679 | 743 | 801 | 838 | 856
40 1256 | 1238 | 1184 | 1079 | 921 | 723 | 566 | 509 | 499 | 508 | 529 | 584 | 673 | 771 | 855 | 909 | 932
45 1325 | 1317 | 1270 | 1159 | 949 | 621 | 405 | 330 | 308 | 337 | 396 | 497 | 648 | 801 | 919 | 989 | 1017
50 1368 | 1379 | 1354 | 1224 | 823 | 288 | 125 | 78.7 [ 99.9 | 79.1 | 124 | 253 | 521 | 829 | 996 | 1079 | 1102
55 1362 | 1402 | 1380 | 1050 | 279 | 68.3 | 38.8 | 33.8 | 33.5 | 34.4 | 39.0 | 65.0 | 168 | 683 | 1058 | 1156 | 1164
60 1286 | 1336 | 1123 | 439 | 54.1 | 35.8 | 28.7 | 27.8 | 27.7 | 27.5| 28.5 | 36.0 | 54.1 | 264 | 893 | 1201 | 1188
65 1036 | 972 | 466 | 75.0 | 34.6 | 26.1 | 23.2 | 22.9 | 22.9|22.6|22.4|25.5|35.0|52.0| 338 | 959 | 1114
70 505 | 307 | 72.7 | 28.9|25.4|20.3|19.6|18.9(19.3|19.1|18.8 |19.3|25.7 | 31.1|50.0| 306 | 601
75 22.3|26.2|19.1|18.9|18.7 |17.1|16.0 | 15.9| 16.1 | 16.1 | 15.8 | 16.3 | 17.9 | 18.3 | 20.3 | 33.1 | 152
80 9.54 | 8.94 | 8.26 | 10.2 | 14.0 | 16.3 | 15.0 | 13.0 | 12.8 | 13.5 | 14.6 | 13.9 | 10.9 | 9.51 | 8.61 | 8.55 | 27.4
85 2.942.91|3.19|4.19 | 6.11 | 9.73 | 12.4 | 10.6 | 9.58 | 11.3 | 11.3 | 7.53 | 3.89 | 2.75 | 1.97 | 1.93 | 2.30
90 1.54 (1.19|0.81|0.50 | 0.36 | 0.31(0.75|1.73 |1.42|1.84|0.85|0.28 | 0.38|0.62|0.98|1.37 |1.71
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:03 August 2022 Remarks:




