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LAMP PHOTOMETRIC REPORT

MODEL: 92EL05640/WHBK

POWER: 5W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 399.10 1m “/+1e0

-150 150

-120 120

20

©30/210,29.2
—60/240,30.3
©90/270,31.2

AVERAGE BEAM ANGLE (50%) :29.9 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 607.4 668.1 779.9 857.3 846.8 830.5 753.1 658.8 0- 10 84.63 84.63 21.2
20 296.0 324.8 371.0 422.0 424.2 398.4 349.0 312.6 10- 20 147.6 232.2 58.2
30 126.3 134.8 149.1 164.7 165.1 163.5 148.3 135.3 20- 30 109.3 341.5 85.6
40 22.39 24.17 24.75 27.01 28.27 30.77 28.44 24.88 30— 40 45.88 387.4 97.1
50 5.188 5.323 5.364 5.253 5.264 5.198 4.800 4.767 40- 50 8.681 396.1 99.2
60 1.299 1.389 1.351 1.168 1.028 1.238 1.412 1.359 50- 60 2.711 398.8 99.9
70 0.0219 0.0068 0 0.0068 0 0.0000 0.0028 0.0014 60- 70| 0.3017 399.1 100
80 0 0 0 0 0 0 0 0 70- 80| 0.0007 399.1 100
90 0 0 0 0 0 0 0 0 80- 90 0 399.1 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:08 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL:

92EL05640/WHBK

POWER: 5W

VOLTAGE: 230V

WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 20 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032
5 856 | 858 | 863 | 872 | 884 | 899 | 916 | 934 | 951 | 971 | 986 | 1001 | 1013 | 1021 | 1025 | 1028 | 1027 | 1028 | 1031
10 607 | 612 | 621 | 637 | 656 | 680 | 704 | 729 | 753 | 780 | 805 | 828 | 844 | 856 | 858 | 857 | 849 | 846 | 847
15 422 | 427 | 434 | 445 | 458 | 475 | 493 | 514 | 533 | 553 | 571 | 590 | 603 | 614 | 618 | 620 | 614 | 611 | 612
20 296 | 299 | 304 | 312 | 320 | 330 | 339 | 349 | 359 | 371 | 383 | 398 | 410 | 421 | 423 | 426 | 425 | 425 | 424
25 199 | 200 | 202 | 207 | 210 | 213 | 217 | 221 | 226 | 232 | 238 | 246 | 254 | 262 | 267 | 271 | 270 | 269 | 268
30 126 | 126 | 127 | 132 | 134 | 136 | 137 | 141 | 143 | 149 | 153 | 158 | 161 | 162 | 167 | 168 | 167 | 164 | 165
35 54.8 | 55.3 | 56.6 | 58.6 | 58.9 | 59.5 | 59.8 | 61.9 | 64.1 | 67.4 | 68.6 | 69.6 | 70.5 | 73.2 | 74.1 | 74.3 | 72.6 | 72.4 | 72.9
40 22.4|22.3|22.7|23.8|24.1|24.2|23.5|23.7|24.0|24.7|25.5|25.4|25.2|26.6|27.4|28.3|28.2|28.0/28.3
45 8.44 | 8.60 [ 8.78 | 9.24 | 9.49| 9.58 | 9.36 | 9.52 | 9.75 | 10.0 | 10.2 | 9.90 | 9.62 | 9.88 | 10.2 | 10.5 | 10.2 | 9.81 | 9.44
50 5.19 | 5.19 | 5.14 | 5.27 | 5.33 | 5.32 | 5.25 | 5.27 | 5.25 | 5.36 | 5.40 | 5.27 | 5.18 | 5.19 | 5.31 | 5.55 | 5.53 | 5.43 | 5.26
55 3.17 | 3.09|2.98 |3.08|3.17|3.17|3.14 | 3.09|3.01 |3.07|3.09|3.04|3.01|2.97|2.91|2.94|2.87|2.85]2.84
60 1.30(1.23(1.19|1.18|1.29|1.48 |1.50 | 1.45|1.33|1.35|1.35|1.37 [1.37 |1.27|1.07|1.10|1.10 |1.05 | 1.03
65 0.07 | 0.05| 0.07 | 0.04 | 0.06 | 0.03 | 0.07 | 0.04 | 0.07 | 0.05 | 0.07 | 0.05 | 0.07 | 0.04 | 0.06 | 0.03 | 0.06 | 0.04 | 0.00
70 0.02 | 0.00 | 0.02|0.00|0.01|0.00|0.01|0.00|0.02|0.00|0.02|0.00/|0.02|0.00|0.01|0.00/|0.01|0.00]/0.00
75 0.00 | 0.00 | 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00/|0.00|0.00|0.00/|0.00|0.00]/0.00
80 0.00 | 0.00 | 0.00 | 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00|0.00|0.00]|0.00]0.00
85 0.00 | 0.00 | 0.00 | 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00|0.00/|0.00]|0.00]0.00
90 0.00 | 0.00 | 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00/|0.00|0.00|0.00/|0.00|0.00]/0.00
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2.5DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:

Test Date:08 December 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL05640/WHBK
POWER: 5W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032 | 1032
5 1029 | 1031 | 1029 | 1028 | 1022 | 1016 | 1003 | 991 | 975 | 959 | 941 | 925 | 908 | 893 | 879 | 869 | 860
10 842 | 843 | 839 | 836 | 825 | 812 | 793 | 775 | 753 | 734 | 711 | 691 | 668 | 650 | 633 | 620 | 610
15 608 | 607 | 600 | 594 | 584 | 573 | 558 | 544 | 527 | 512 | 493 | 477 | 461 | 450 | 438 | 430 | 423
20 419 | 415 | 408 | 403 | 394 | 385 | 372 | 361 | 349 | 341 | 331 | 323 | 315 | 310 | 304 | 299 | 295
25 266 | 266 | 263 | 260 | 253 | 248 | 240 | 234 | 229 | 225 | 222 | 218 | 212 | 208 | 204 | 202 | 199
30 167 | 169 | 167 | 165 | 162 | 159 | 155 | 151 | 148 | 147 | 144 | 141 | 137 | 134 | 130 | 130 | 127
35 74.0 | 76.8 | 77.9 | 77.5 | 75.2 | 73.5 | 72.5 | 72.1 | 70.7 | 69.7 | 66.4 | 64.6 | 63.3 | 62.4 | 59.9 | 58.2 | 55.6
40 29.0 | 30.5|30.9|31.4|30.2|29.7|29.2|29.1|28.4|28.4|26.8|25.7|25.0|24.723.9|23.5]22.5
45 9.52 | 9.84|9.95|9.78 | 9.17 | 8.79 | 8.57 | 8.46 | 8.48 | 8.69 | 8.50 | 8.31 | 8.27 | 8.28 | 8.29 | 8.39 | 8.32
50 5.22 | 5.27 | 5.33 | 5.28 | 5.12 | 4.99 | 4.92 | 4.80 | 4.80 | 4.90 | 4.87 | 4.81 | 4.78 | 4.76 | 4.80 | 4.91 | 5.03
55 2.71|2.67 | 2.88|2.99 | 3.05|3.01|3.02|2.92|2.94|2.94|2.95|2.92(2.92|2.86|2.87|2.91]3.02
60 1.02(0.99|1.05|1.10 | 1.38 | 1.48 [ 1.47 | 1.39|1.41 |1.41|1.46|1.46 | 1.44|1.27|1.17|1.15|1.20
65 0.03|0.00|0.03|0.01|0.03|0.02|0.05|0.03|0.06|0.03|0.05|0.03|0.04|0.01|0.04|0.02/|0.04
70 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 [ 0.00 | 0.00 | 0.00 | 0.00 | 0.01
75 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 [ 0.00 | 0.00 | 0.00 | 0.00 | 0.00
80 0.00 | 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.000.00|0.00/|0.00|0.00|0.00
85 0.00 | 0.00 | 0.00| 0.00 | 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.000.00|0.00/|0.00|0.00|0.00
90 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 [ 0.00 | 0.00 | 0.00 | 0.00 | 0.00
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:08 December 2022 Remarks:




