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LAMP PHOTOMETRIC REPORT

MODEL: 92EL62281340/WH

POWER: 12W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1221.1 1m ~/+180
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©30/210,75.5
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AVERAGE BEAM ANGLE (50%) :75.5 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 763.2 759.4 759.5 762.9 768.7 772.8 772.4 767.9 0- 10 74.57 74.57 6.11
20 672.3 666.1 666.2 672.0 683.0 691.2 689.8 681.4 10- 20 204.4 279.0 22.8
30 544.8 538.0 538.0 543.1 553.7 562.9 562.6 554.4 20- 30 283.6 562.6 46.1
40 345.7 340.9 340.8 344.8 353.7 361.6 360.9 353.5 30— 40 282.6 845.2 69.2
50 165.9 164.8 165.7 165.7 169.3 174.3 174.4 170.3 40- 50 194.5 1040 85.1
60 73.12 71.82 70.24 70.08 71.27 73.84 74.73 73.93 50- 60 101.4 1141 93.4
70 37.96 35.15 32.64 35.53 37.30 36.99 35.70 37.83 60— 70 51.47 1193 97.7
80 14.10 10.20 8.171 10.70 12.87 12.10 10.59 12.46 70- 80 24.42 1217 99.7
90 0.2499 0.2449 0.2369 0.2451 0.2254 0.2123 0.2069 0.2124 80- 90 4.157 1221 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:07 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62281340/WH

POWER: 12W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796
5 787 | 787 | 786 | 786 | 786 | 786 | 785 | 785 | 786 | 786 | 786 | 786 | 787 | 787 | 788 | 788 | 789 | 790 | 790
10 763 | 762 | 761 | 760 | 760 | 759 | 759 | 759 | 759 | 760 | 760 | 761 | 761 | 762 | 763 | 765 | 766 | 767 | 769
15 724 | 723 | 721 | 720 | 719 | 718 | 718 | 718 | 718 | 719 | 719 | 720 | 721 | 723 | 724 | 726 | 728 | 730 | 732
20 672 671 669 | 668 666 | 666 | 665 | 665 | 665 | 666 | 667 668 669 | 671 673 | 676 | 678 681 683
25 611 610 608 607 605 | 605 | 604 604 604 605 | 606 | 607 609 | 611 613 | 615 | 618 621 623
30 545 | 543 | 541 | 540 | 538 | 538 | 537 | 537 | 537 | 538 | 538 | 540 | 541 | 542 | 544 | 546 | 548 | 551 | 554
35 451 | 451 | 449 | 448 | 447 | 446 | 445 | 445 | 445 | 445 | 445 | 446 | 447 | 449 | 450 | 452 | 454 | 457 | 459
40 346 | 345 | 343 | 343 | 341 | 341 | 340 | 340 | 340 | 341 | 341 | 342 | 342 | 344 | 345 | 348 | 349 | 352 | 354
45 247 | 246 | 244 | 244 | 243 | 243 | 242 | 242 | 242 | 243 | 242 | 243 | 244 | 245 | 246 | 248 | 249 | 251 | 253
50 166 | 166 | 164 | 167 | 163 | 166 | 162 | 166 | 162 | 166 | 162 | 166 | 163 | 167 | 164 | 169 | 166 | 168 | 169
55 109 | 110 | 109 | 109 | 108 | 108 | 107 | 107 | 106 | 107 | 106 | 106 | 106 | 107 | 107 | 108 | 108 | 109 | 110
60 73.1|73.0|72.6|72.4|71.9|71.7|70.9|70.4|70.0 | 70.2 | 69.8 | 69.9|70.0|70.1|70.0|70.3|70.4|70.9|71.3
65 52.3 | 52.2|52.0|51.8|51.3|50.6|49.9|49.4|48.9|48.9|49.0|49.6|50.0|50.5|50.9|51.0|51.0|51.0]51.0
70 38.0 | 37.7 | 37.3|36.6|35.6|34.7|33.8|33.1|32.6|32.6(32.8|33.5|34.2(35.2|35.9|36.7|37.0]37.2]37.3
75 25.1|24.8|24.0(23.0{21.9|21.0|20.1|19.5(19.1|19.1(19.2|19.9|20.6|21.6|22.5|23.5|24.2|24.6|24.8
80 14.1|13.7 | 12.7|11.7 |10.6 | 9.78 | 9.00 | 8.52 | 8.17 | 8.17 | 8.30 | 8.77 | 9.37 | 10.3 | 11.1 | 12.2 | 13.1 | 13.9 | 12.9
85 4.24 | 4.72|3.69|2.68|1.82|1.36|0.83|0.64|0.54|0.59|0.58|0.72|1.02|1.57|2.18 | 3.15|4.20|5.12 | 3.87
90 0.25|0.25|0.26 | 0.25 | 0.24 | 0.24 | 0.24 | 0.24 | 0.24 | 0.24 | 0.24 | 0.24 | 0.24 | 0.24 | 0.25 | 0.25 | 0.26 | 0.26 | 0.23
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:07 December 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62281340/WH
POWER: 12W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796 | 796
5 791 | 792 | 792 | 793 | 793 | 793 | 793 | 793 | 792 | 792 | 791 | 791 | 790 | 790 | 789 | 788 | 788
10 770 | 771 | 772 | 773 | 773 | 773 | 773 | 773 | 772 | 772 | 771 | 770 | 768 | 767 | 766 | 765 | 764
15 734 | 736 | 737 | 738 | 739 | 739 | 739 | 739 | 738 | 737 | 735 | 734 | 732 | 730 | 728 | 727 | 725
20 685 | 687 | 689 | 691 | 691 | 692 | 691 | 691 | 690 | 689 | 687 | 685 | 682 | 680 | 678 | 676 | 674
25 626 | 628 | 630 | 632 | 633 | 633 | 633 | 632 | 631 | 630 | 628 | 626 | 623 | 620 | 617 | 616 | 613
30 556 | 558 | 560 | 563 | 563 | 564 | 564 | 564 | 563 | 562 | 560 | 558 | 555 | 553 | 551 | 549 | 546
35 461 | 464 | 465 | 468 | 468 | 470 | 469 | 469 | 468 | 467 | 465 | 463 | 460 | 459 | 456 | 455 | 453
40 355 | 358 | 359 | 361 | 362 | 363 | 362 | 362 | 361 | 360 | 358 | 357 | 354 | 353 | 350 | 349 | 347
45 254 | 256 | 257 | 259 | 259 | 260 | 260 | 260 | 259 | 258 | 257 | 256 | 254 | 252 | 250 | 249 | 247
50 170 | 172 | 173 | 174 | 174 | 175 | 175 | 175 | 174 | 174 | 173 | 172 | 171 | 170 | 168 | 168 | 166
55 110 | 112 | 112 | 114 | 114 | 115 | 114 | 115 | 114 | 114 | 113 | 113 | 112 | 112 | 111 | 111 | 110
60 71.7 | 72.4|72.9|73.6 | 74.0 | 74.6 | 74.6 | 74.9 | 74.7 | 74.5 | 74.2 | 74.3 | 74.0 | 73.9 | 73.6 | 73.6 | 73.2
65 51.0 | 51.3 | 51.4 | 51.6 | 51.4 | 51.3 | 50.9 | 50.9 | 50.9 | 51.2 | 51.5 | 52.0 | 52.2 | 52.7 | 52.6 | 52.6 | 52.3
70 37.4|37.7|37.5|37.2|36.8|36.4|35.9|35.8|35.7|36.0|36.4|37.137.5|38.1|38.5|38.5]38.2
75 24.9|24.8|24.3|23.8(23.222.7(22.2|22.0(21.9|22.2|22.5|23.2(23.7|24.4|25.0|25.4/25.3
80 12.9|13.6 | 13.0 | 12.4 | 11.8 | 11.3 (10.9 | 10.7 | 10.6 | 10.8 | 11.1 | 11.6 | 12.1 | 12.8 | 13.4 | 14.1 | 13.7
85 3.34 | 4.56 |3.79(3.132.56|2.21|1.95|1.82|1.75|1.89|2.07|2.39|2.84|3.53|4.23|4.37]3.01
90 0.22 [ 0.22|0.22|0.21 | 0.21 | 0.21 | 0.21 | 0.20| 0.21 | 0.20 | 0.21 | 0.21 [ 0.21 | 0.21 | 0.22 | 0.22 | 0.22
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:07 December 2022 Remarks:



