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LAMP PHOTOMETRIC REPORT

MODEL: 92EL62283040/WH

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2918.8 1m ~/+180
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AVERAGE BEAM ANGLE (50%) :73.5 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1820 1812 1809 1810 1815 1824 1829 1828 0- 10 176.9 176.9 6.06
20 1628 1616 1608 1610 1625 1636 1643 1644 10- 20 487.7 664.7 22.8
30 1273 1253 1247 1254 1277 1296 1304 1298 20- 30 676.7 1341 46
40 784.4 767.2 760.6 770.2 794.5 808.1 818.9 812.1 30— 40 642.4 1984 68
50 395.1 381.2 380.7 387.0 396.3 411.0 415.4 408.0 40- 50 445.5 2429 83.2
60 186.9 183.4 181.0 184.6 187.6 191.3 190.8 191.2 50- 60 248.5 2678 91.7
70 112.1 107.6 103.6 108.8 112.9 111.6 108.2 111.8 60— 70 144.6 2822 96.7
80 46.20 40.18 35.47 41.06 44.61 43.76 40.23 44.17 70- 80 78.79 2901 99.4
90 0.7734 0.7496 0.7243 0.7642 0.6838 0.6734 0.6672 0.6756 80- 90 17.73 2919 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:06 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62283040/WH

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889
5 1872 | 1871 | 1870 | 1870 | 1868 | 1867 | 1867 | 1866 | 1866 | 1866 | 1865 | 1866 | 1866 | 1866 | 1866 | 1868 | 1868 | 1870 | 1870
10 1820 | 1820 | 1816 | 1816 | 1812 | 1812 | 1810 | 1811 | 1808 | 1809 | 1807 | 1809 | 1807 | 1810 | 1809 | 1813 | 1812 | 1815 | 1815
15 1735 | 1738 | 1730 | 1732 | 1725 | 1727 | 1721 | 1724 | 1717 | 1721 | 1716 | 1720 | 1717 | 1722 | 1720 | 1727 | 1724 | 1731 | 1733
20 1628 | 1629 | 1621 | 1623 | 1615 | 1616 | 1609 | 1612 | 1605 | 1608 | 1604 | 1608 | 1605 | 1611 | 1609 | 1616 | 1614 | 1622 | 1625
25 1487 | 1488 | 1479 | 1480 | 1470 | 1472 | 1465 | 1468 | 1461 | 1465 | 1460 | 1466 | 1463 | 1469 | 1468 | 1476 | 1474 | 1482 | 1486
30 1273 | 1272 | 1262 | 1262 | 1252 | 1253 | 1246 | 1249 | 1242 | 1247 | 1243 | 1250 | 1247 | 1255 | 1254 | 1262 | 1262 | 1271 | 1277
35 1026 | 1025 | 1015 | 1016 | 1007 | 1008 | 1000 | 1003 | 996 | 1001 | 996 | 1003 | 1001 | 1009 | 1009 | 1019 | 1019 | 1030 | 1036
40 784 | 781 | 775 | 773 | 768 | 767 | 763 | 763 | 760 | 761 | 760 | 762 | 764 | 768 | 772 | 778 | 782 | 789 | 794
45 568 | 565 | 560 | 557 | 553 | 552 | 549 | 549 | 548 | 549 | 549 | 552 | 553 | 556 | 559 | 563 | 566 | 571 | 575
50 395 | 393 | 388 | 385 | 382 | 381 | 379 | 379 | 379 | 381 | 381 | 384 | 385 | 387 | 387 | 390 | 390 | 394 | 396
55 271 | 269 | 266 | 265 | 263 | 262 | 261 | 261 | 261 | 262 | 262 | 263 | 264 | 265 | 265 | 267 | 267 | 269 | 270
60 187 | 186 | 185 | 185 | 184 | 183 | 181 | 181 | 180 | 181 | 181 | 182 | 183 | 184 | 185 | 186 | 186 | 187 | 188
65 145 | 146 | 145 | 145 | 144 | 144 | 143 | 143 | 142 | 142 | 142 | 143 | 144 | 145 | 145 | 147 | 146 | 147 | 147
70 112 | 112 | 111 | 110 | 108 | 107 | 105 | 104 | 103 | 104 | 104 | 105 | 106 | 108 | 109 | 111 | 112 | 113 | 113
75 78.3 | 77.8|76.2|74.7|72.8|71.1|69.2 | 68.1| 67.2 | 67.2 | 67.5| 68.7|70.1|72.0| 73.7|75.5| 76.8 | 78.0 | 78.3
80 46.2 | 46.7 | 44.9 | 43.2 | 41.1 | 39.3 | 37.5|36.4 | 35.5|35.5|35.8|36.9|38.2|40.2|42.0|43.9 | 45.4 | 46.8 | 44.6
85 19.119.5(17.3|15.2 [ 13.0| 11.5|9.93 | 9.04 | 8.24|8.22|8.44| 9.43|10.5|12.2 |13.9|16.1 | 18.1 | 20.0 | 18.4
90 0.77|0.77|0.81|0.79|0.76 | 0.74 | 0.73 | 0.73 | 0.72 | 0.72 | 0.72 | 0.72 | 0.73 | 0.74 | 0.78 | 0.80 | 0.80 | 0.77 | 0.68
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:06 December 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62283040/WH
POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889 | 1889
5 1870 | 1872 | 1873 | 1874 | 1874 | 1876 | 1876 | 1877 | 1877 | 1877 | 1877 | 1877 | 1876 | 1876 | 1875 | 1874 | 1874
10 1817 | 1820 | 1821 | 1824 | 1825 | 1827 | 1827 | 1829 | 1829 | 1830 | 1830 | 1830 | 1828 | 1829 | 1826 | 1824 | 1822
15 1732 | 1739 | 1737 | 1744 | 1742 | 1749 | 1746 | 1752 | 1748 | 1754 | 1749 | 1753 | 1747 | 1751 | 1744 | 1746 | 1739
20 1624 | 1631 | 1630 | 1637 | 1635 | 1643 | 1641 | 1647 | 1643 | 1649 | 1645 | 1649 | 1642 | 1646 | 1638 | 1639 | 1632
25 1485 | 1494 | 1494 | 1502 | 1501 | 1509 | 1506 | 1512 | 1509 | 1514 | 1508 | 1512 | 1505 | 1508 | 1500 | 1501 | 1493
30 1276 | 1287 | 1287 | 1296 | 1295 | 1304 | 1302 | 1308 | 1304 | 1309 | 1302 | 1305 | 1297 | 1299 | 1289 | 1289 | 1279
35 1037 | 1046 | 1046 | 1055 | 1054 | 1062 | 1060 | 1067 | 1063 | 1068 | 1062 | 1065 | 1056 | 1056 | 1045 | 1044 | 1033
40 799 | 804 | 808 | 811 | 805 | 818 | 816 | 823 | 819 | 824 | 818 | 821 | 813 | 811 | 805 | 799 | 791
45 578 | 583 | 585 | 590 | 592 | 596 | 596 | 599 | 599 | 600 | 597 | 596 | 591 | 589 | 583 | 579 | 573
50 399 | 403 | 406 | 410 | 412 | 415 | 415 | 417 | 415 | 415 | 413 | 412 | 409 | 408 | 404 | 402 | 399
55 271 | 274 | 276 | 279 | 280 | 282 | 282 | 283 | 282 | 282 | 280 | 280 | 278 | 278 | 276 | 275 | 273
60 188 | 189 | 190 | 191 | 191 | 191 | 191 | 191 | 191 | 191 | 191 | 192 | 191 | 191 | 190 | 189 | 188
65 147 | 148 | 147 | 147 | 146 | 147 | 146 | 146 | 145 | 146 | 146 | 146 | 146 | 147 | 146 | 146 | 146
70 113 | 114 | 112 | 112 | 111 | 110 | 109 | 109 | 108 | 109 | 109 | 111 | 111 | 113 | 113 | 113 | 113
75 78.5| 78.2 | 77.3 | 76.5 | 75.1 | 74.2 | 73.0 | 72.6 | 72.3 | 72.8 | 73.4 | 74.6 | 75.6 | 77.0 | 77.8 | 78.7 | 78.8
80 42.6 | 42.2 | 43.0 | 44.5 | 43.1 | 42.0 | 41.0 | 40.6 | 40.2 | 40.7 | 41.2 | 42.4 | 43.5 | 44.8 | 43.4 | 43.3 | 44.1
85 15.7 | 14.6 | 14.8 | 16.4 | 15.1 | 14.3 | 13.4 | 13.0 | 12.7 | 13.2 | 13.5 | 14.6 | 15.4 | 16.2 | 14.2 | 14.8 | 16.4
90 0.69 | 0.71|0.71|0.68 | 0.66 | 0.66 | 0.66 | 0.66 | 0.67 | 0.66 | 0.67 | 0.66 | 0.67 | 0.68 | 0.73 | 0.72 | 0.70
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:06 December 2022 Remarks:




