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LAMP PHOTOMETRIC REPORT

MODEL: 92EL62284265/WH

POWER: 42W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):74.7 DEG
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TOTAL FLUX: 4405.9 lm


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  90  80- 90
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 140 130-140

 150 140-150

 160 150-160
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 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2623 2617 2616 2621 2629 2635 2637 2632 254.8 254.8 5.78

2381 2370 2370 2376 2389 2400 2401 2393 709.4 964.2 21.9

1852 1832 1826 1838 1859 1875 1878 1871 989.3 1953 44.3

1185 1169 1164 1172 1193 1204 1206 1201 944.6 2898 65.8

641.7 629.2 622.2 627.8 640.2 649.3 651.5 649.4 690.1 3588 81.4

320.2 315.8 312.4 312.4 315.9 320.2 319.2 322.3 408.0 3996 90.7

189.0 183.9 176.6 181.0 185.5 185.8 182.7 187.8 246.0 4242 96.3

77.20 71.05 63.76 69.85 74.25 71.70 70.26 72.35 132.0 4374 99.3

1.293 1.277 1.233 1.293 1.160 1.158 1.125 1.142 31.72 4406 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:05 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62284265/WH

POWER: 42W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2712

5 2689

10 2623

15 2516

20 2381

25 2171

30 1852

35 1512

40 1185

45 890

50 642

55 448

60 320

65 252

70 189

75 130

80 77.2

85 32.5

90 1.29

10

2712

2689

2623

2515

2379

2169

1850

1513

1187

891

640

447

320

252

189

130

78.1

33.5

1.29

20

2712

2686

2619

2511

2375

2161

1842

1502

1177

882

635

444

318

251

188

128

76.7

32.1

1.35

30

2712

2686

2618

2509

2373

2159

1840

1503

1178

884

634

443

318

251

187

127

74.8

29.7

1.34

40

2712

2685

2617

2508

2371

2153

1832

1493

1168

875

630

440

316

250

185

124

72.2

26.8

1.29

50

2712

2685

2616

2507

2370

2151

1832

1495

1170

877

628

439

315

249

183

122

69.9

24.6

1.27

60

2712

2685

2614

2505

2367

2147

1825

1487

1162

869

625

437

314

248

180

119

67.2

22.3

1.24

70

2712

2684

2614

2505

2368

2147

1827

1490

1165

872

625

436

313

247

179

118

65.6

20.9

1.24

80

2712

2684

2614

2504

2367

2144

1823

1484

1158

866

622

435

312

245

177

116

64.0

19.8

1.23

90

2712

2685

2616

2506

2370

2146

1826

1489

1164

870

622

434

312

245

177

116

63.8

19.7

1.23

100

2712

2685

2616

2506

2368

2145

1824

1484

1159

865

621

433

312

245

176

115

63.8

19.8

1.24

110

2712

2686

2618

2508

2372

2151

1830

1492

1166

872

624

435

312

246

178

117

65.1

21.0

1.24

120

2712

2687

2618

2510

2373

2151

1830

1489

1163

869

624

435

312

246

179

118

66.5

22.3

1.25

130

2712

2687

2621

2512

2376

2157

1837

1499

1172

877

627

436

312

247

180

120

68.8

24.5

1.27

140

2712

2688

2621

2513

2377

2158

1838

1498

1171

875

628

437

312

247

182

122

70.9

26.6

1.32

150

2712

2690

2623

2516

2381

2165

1846

1508

1181

884

632

440

314

247

183

124

73.2

29.3

1.34

160

2712

2689

2625

2518

2383

2167

1847

1507

1180

883

634

441

314

247

184

125

74.9

31.3

1.33

170

2712

2691

2626

2521

2387

2174

1855

1517

1189

891

638

443

315

248

185

127

76.0

32.8

1.30

180

2712

2693

2629

2524

2389

2179

1859

1521

1193

894

640

445

316

248

186

127

74.2

30.7

1.16

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:05 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62284265/WH

POWER: 42W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 2712

5 2693

10 2631

15 2526

20 2392

25 2182

30 1862

35 1520

40 1191

45 892

50 642

55 446

60 317

65 248

70 186

75 127

80 72.2

85 27.5

90 1.17

200

2712

2694

2633

2529

2396

2187

1868

1530

1200

900

645

449

318

250

187

127

69.8

24.3

1.19

210

2712

2695

2633

2530

2397

2189

1869

1528

1198

898

647

449

319

250

186

126

69.7

23.7

1.21

220

2712

2696

2635

2533

2400

2194

1875

1536

1206

905

649

452

320

250

186

126

71.6

26.0

1.17

230

2712

2696

2635

2533

2400

2195

1875

1533

1203

902

649

452

320

250

185

124

71.8

27.1

1.14

240

2712

2697

2637

2536

2403

2199

1880

1540

1210

909

651

453

320

250

185

124

71.2

26.3

1.12

250

2712

2696

2636

2535

2402

2197

1878

1535

1205

904

651

452

319

249

183

122

70.5

25.3

1.12

260

2712

2697

2637

2536

2404

2199

1881

1542

1212

910

652

454

319

250

183

122

70.6

26.3

1.12

270

2712

2696

2637

2534

2401

2197

1878

1536

1206

905

652

453

319

249

183

122

70.3

26.2

1.13

280

2712

2696

2636

2534

2401

2196

1879

1540

1211

909

652

454

320

250

184

123

70.8

26.2

1.12

290

2712

2696

2635

2533

2400

2193

1875

1534

1204

903

651

453

320

250

184

123

71.0

25.9

1.12

300

2712

2693

2635

2531

2398

2193

1875

1537

1208

907

652

454

322

252

186

125

72.0

27.1

1.12

310

2712

2694

2632

2528

2394

2188

1871

1529

1200

901

649

453

322

252

187

125

72.9

28.0

1.13

320

2712

2694

2632

2527

2393

2188

1871

1532

1203

904

649

453

323

253

189

127

71.7

25.0

1.15

330

2712

2693

2629

2525

2389

2182

1865

1523

1195

896

647

451

322

253

189

128

70.7

24.3

1.22

340

2712

2691

2627

2522

2387

2181

1865

1526

1197

899

647

452

322

253

190

129

72.4

26.1

1.19

350

2712

2690

2625

2520

2383

2175

1857

1515

1188

892

644

450

321

253

189

129

74.8

30.0

1.16

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:05 December 2022 Remarks:


